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About Us

Sangmeshwar International is one of the leading manufacturer and exporter of Science Teaching
Equipments for Physics, Chemistry and Biology for Schools, Colleges and Research Laboratories.
Besides these equipments, we have a comprehensiverangeof Lab or at ory Gl asswar ¢
Equipments, Hospital Equipments, Diagnostic Products, Pharmacy equipments and Survey
Instruments.

Backed by immense technical experience of more than 26 years, Mr. Rakesh Aggarwal initiated the
establishment of Sangmeshwar International in 2002. Located in Ambala Cantt, Haryana the company has
the distinction of being an ISO 9001:2008 certified scientific company.

Our products are in use in nearly 30 countries of Europe, Africa, Middle East, South East Asia and the
Americas. We don't compromise on quality in exchange for a cheaper price. Product quality is taken
the upmost care.

Apart from Product quality, we are also reputed for prompt delivery, buyers' friendly policies, and the team
which includes some of the most experienced business and technology professionals.

We are looking for Importers and Distributors worldwide. Come partner with us...
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Ampule Filling and Sealing Device (SI-P-5001)

Hand Operated without gas cylinder for sealing,
but supplied with gas burner.
(Filling capacity from 10ml to 50ml)

Ampule Filling & Sealing Machine
(Electric Operated) (SI-P-5002)

Completely motorized with capacity adjustments.
(Filling capacity from 10ml to 50ml).

Bicycle Ergograph (SI-P-5003)

Supported by a wooden stand, the front of which two uprights
ascend and carry a desk and cross piece, which provide for the
attachment, directly in front of the subject, of the tension balances
and other pieces in front of the subject, of the tension balances
and other pieces of apparatus. A cast iron wheel of 5 1/2 feet in
circumference, weighing 22 Kilos and mounted on ball bearing,

is substituted for the back wheel. This wheel has slightly beveled
edges and is turned true. To the circumference of this, a stout
calico is applied, and the two ends of the band ate attached to
spring balances of 6 Ibs. range (Graduated in one oz.) calico-band
to the balance pass round adjustable pulleys in order to give them
the right direction.

An adjustable record counter records the revolution of the wheel.
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Ball Mill Motor Driven (SI-P-5004)

For mixing & grinding, electrically operated having capacity of
few gms to 1 KG & 2 KG. Fitted with geared motor with max
speed of 80 rpm. The jar is made of SS and having steel balls of
different sizes to be put in jar for mixing & grinding pesticides
power. Jar is interchangeable and easily removable, light in
weight and compact unit working on 220 V AC with 1 KG cap.

-- do -- SS Drum 2 KG capacity

-- do -- Aluminium Drum 1 Kg Capacity

-- do -- Aluminium drum 2 KG capacity

Bottle Filling Machine (SI-P-5005)

Semi Automatic electric operated having filling cap.
50 to 300ml. Complete stainless steel body.
Available With single syringe and with double syringe.

Rotary Vacuum Film Evaporator (Buchi Type)

(SI-P-5006)

This is supplied complete with A.C. non-sparking geared drive
unit, support stand fitted with jack arrangement of stainless
steel rod for positioning glass assembly, variable speed
regulator, thermostatically controlled stainless steel water
bath fitted on a jack, double coiled glass condenser with three
opening for vacuum and cooling, pear shape evaporating
flask capacity 800ml. receiver flask capacity 1 Itr with ball
joint, feeding tube and vapor path tube, a complete working
unit. All parts are power coated with apoxy / polyester hybrid,
textured, Siemens grey finish.
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Sangmeshwar Intern

Centrifuge Machine (SI-P-5007)

Electrically operated with 6 tubes.

Centrifuge Machine

Tablet Coating Pan  (SI-P-5008)

12" Dia, Stainless Steel: The machine is worked by oil
immersed gearbox with 1/4 H.P. motor driven, or by
heavy duty DC geared motor.

Air blower is operated independently and air is
thermostatically controlled to give temperature

30° to 110°C. Switches for motor & blower are fixed on

a panel with neon indicators. Also mains lead with 15 Amp
plug provided.

Ointment Cream Filling Machine (SI-P-5009)

Electrically operated. Suitable to fill tubes, bottles etc
in the range of 5gms to 90gms. per stroke, motorized
operated (motor 1/2 HP or DC geared motor) The unit
is supplied complete with 3 set of standard nozzles and
all electrical accessories in the motorized models.
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Colony Counter (SI-P-5011)

Digital Display, these are designed to provide light effects
for multipurpose viewing in bacteriology, virology &
Mycology labs. An ideal instrument for counting bacterial
and mould colonies in culture work. It provides uniform
flare free illumination to minimize the strain on eyes and
clearly defines even small colonies. A 100mm dia lens
covers the entire illuminations field and its magnification
assures highly accurate results. Counting plate with
standard wolf hugel ruling ensures clearly differentiated
and sharply defined colonies. Supplied complete with
counting plate, lens, cord and plug.

Digital Potentiometer (SI-P-5010)

Friability Test Apparatus (SI-P-5012)

A transparent perpex drum (made of imported perspex sheet 6.4mm thick )
300mm dia x 35mm deep and white cover disc and nut, also a shaped radial
fixed blade which carries the tablets along with it up to the central height and
lets them off while the drum is rotating.Thus the tablets rub against each other
without any hard impact. The drum rotates at a fixed speed of 30 RPM by a
geared motor and the rotation period is controlled by a timer (imported time
switch duration of 1 to 15 minutes) per determined end preset.
The motor unit is housed in a shaped steel cabinet with shaft extended on one
side upon which the drum rotates. Switches with neon indicators and time switch

are fitted on a panel and provided work on 220 Volts 50 C/s AC.

Digital models also available.
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Digital Bulk Density Apparatus
(SI-P-5013)

Prescription Balance (SI-P-5014)

Preferably Torsion with a removable glass pan or S.S pan
suitable for weighing 50gms to 200gms and sensitivity
30gms for one division indicator shifting on the index
plates (Known as dispensing balance) Available in the
ranges 50gms 100gms & 200gms.

Dissolution Rate Test Equipment (SI-P-5015)

A water bath with 500 watt heater covered 1000ml. Vessel made from Glass
and digital temperature control. Variable speed motor, with 30 cms longs
stainless steel shaft. Temperature of the bath is maintained at 37°C with an
accuracy of £1°C. A cylindrical glass vessel of 1000ml capacity with slightly
concave bottom has a flenged edge at the top to accept a fitted cover having
four holes. One hole placed in the centre. The shaft of the motor is fitted on an
upright and has an electronic speed regulating device that allows the speed to
be varied from 25 to 250 RPM. The shaft is 6mm dia 30cms on with basket fitted
at end rotates smoothly and without any significant wobble. The basket consists
of two parts one of which is attached to the shaft. It is of solid metal except for
2mm vent and is screwed on the main shaft. The detachable part of the basket
is fabricated of stainless steel mesh formed into cylinder of size 36mm x 25mm

dia. The equipment is workable on 220 volts 50 C/s A.C.
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Dissolution Rate Test Equipment (SI-P-5016)

-- do -- same as above but three stages.

Double Unit Organ Bath (SI-P-5017)

A perspex organ bath with fine thermostatic temperature control, electric stirrer and
complete set of accessories, making it a versatile unit for all research work. Bath 12"x9"x8",
with leak proof dovetailed joints, resting in sturdy metal frame; top of the bath carries a
1"x3/8" thick band, for fixing accessories, inside the bath is a metal sheathed heating
element (easily replaceable) controlled by means of a fine adjustable thermostat with

sensitivity £1°C. The stirrer unit is completely independent and dips in the bath in one

corner, fixing on its special stainless steel upright. A M.S. junction box is fitted to the bath

frame and carries all the electrical leads and connections, two pilot lamps indicate

functioning of the thermostat and stirrer. Standard components are:

Double set of glass inner vessels

Oxygen tubes

Warming coils

Two stainless steel capillary levers

Four stainless steel uprights with boss heads
X blocks

Analgesiometer (Eddy's Hot Plate) (SI-P-5018)

Consisting of 30x30cms heating surface with perpex enclosure and
solid state temperature controller with micro-controller based digital
temperature indicator controller to set surface temp between

30°C to 80°C.
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Sangmeshwar Internatio

Electronic Stimulator (SI-P-5019)

Available in five models

Student Stimulators Transistorized : Output 0-25 DC in two steps,
duration .5 ro 1.5ms frequency 5 to 100 c/s in 11 steps, modes, single,
T A o repetitive or an external trigger, for 220V 50Hz.
Student Electronic Stimulator Latest Design :

» Frequency continuously variable from 0.1Hz to 100Hz in 3 decades of 0.1

to 1, 1 to 10 and 10 to 100 selectable through push-button controls and one
continuously variable control.
» Output voltage continuously variable from 0 to 30V in two steps of 1 to 3

and 1 to 30, selectable through a switch.
* Fixed pulse duration 1m sec
» Single & external trig. single pulse facility
= Sensitive speaker to give audible indication or each output
* High stability new circuitry minimises external interference.
Stimulator General Purpose: Provides rectangular pulse of controlled
amptitude 0.1 - 100V. Frequency 0.1 - 1000 PPS & width 0.01 to 100mm.
Research Stimulator With R.F. Isolation unit: Provides rectangular pulse of
controlled polarity, Amptitude 1.5mV to 150V, frequency 0.1 to 10 KCS delay
10 micro sec to 1 sec & width 10 micro sec to 1 sec.

Friability Test Apparatus (SI-P-5020)

Used to determine the durability and abrasivness of
tablets. A transparent perpex drum
(made of imported Perspex sheet 6.4 mm thick)

300mm dia x 35mm deep and white cover disc and i
FRIABILITY TES

nut, also a shaped radial fixed blade which carries
the tablets along with it up to the central height and
lets them off while the drum is rotating.

Thus the tablets rub against each other without any
hard impact. The drum rotates at a fixed speed of

30 RPM by a geared motor and the rotation period

is controlled by a timer (imported time switch duration
1 to 15 minutes) per determined end preset.

The motor unit is housed in a shaped steel cabinet
with shaft extended on one side upon which the drum
rotates. Switches with neon indicators and time switch e

are fitted on a panel and provided work on 220 volts 50C/s AC. www.sangmeshwar.com
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